
 

Viqua ,Sterilight ,R-CAN  uv lamper sammenlignings skema 

 
 

Lampe 

type 
Anlægs type  Bruges til følgene modeller: 

S212RL 

SQ & SC1 

Series, 1-1.5 

gpm, 9" 

 

 
SQ-PA, SQ-PA/2, SC1, SC1/2 

S287RL 

S1Q, & SC2 

series, 2-2.5 

gpm, 11-7/8" 

 

 
S1Q-PA, S1Q-PA/2, SC2.5, SC2.5/2, SSM-14 

S330RL 

S2Q & SC4 

series; 3-4 

gpm, 13-1/2" 

 

 

S2Q-PA, S2Q-PA/2, S2Q, S2Q/2, S2Q-GOLD, S2Q-GOLD/2, SC4, 

SC4/2, SSM-17 

S463RL 

S5Q series; 6 

gpm, 18-

13/16" 

 

 

S5Q-PA, S5Q-PA/2, S5Q, S5Q/2, S5Q-GOLD, S5Q-GOLD/2, 

SSM-24 

S810RL 
S8Q series, 10 

gpm, 32-1/2" 

 

 

S8Q-PA, S8Q-PA/2, S8Q, S8Q/2, S8Q-GOLD, S8Q-GOLD/2, 

SSM-37 

S36RL 
15-125 gpm, 

33-3/4" 
 

S12Q-PA, S12Q-PA/2, S12Q, S12Q/2, S12Q-GOLD, S12Q-

GOLD/2, S24Q, S24Q/2, S24Q-GOLD, S24Q-GOLD/2, S40Q, 

SUV 24P-100P & PVC units, SSM-39 

S64RL 
280-1000 

gpm, 61-7/8" 
 SUV 225P-800P 

 
  

    

    

    

    
 

 

 


